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Flanschausfiihrung beziiglich

Flange dimensions regarding

- Durchmesser - diameter

- Anzahl und Durchmesser der - number and diameter of bolf
Schraubenlécher holes

- Lochkreis-¢ - bolt circle

- Dichtleiste - facing

- minimale Flanschdicke - min. flange thickness
geméi ASME B16.5 as stated in ASME B165

Druck-Temperatur Punkte gem. ASME B16.34  Pressure-Temperature Ratings acc. to ASME B16.34
Max. Einsatztemperatur: 232°C Max. Working Temperature: 232°C

lange fype form part no. Monoflange
Form] L | Teilenr Monoflansch
84 | MGA-NAARFB-SD
84 | MGA-NABRFB-SD
889 | MGA-NCBRFB-SD
888 | MGA-NACRFB-SD

96,4 | MGA-NCERFB-SD
96,4 | MGA-NAFRFB-SD
96,4 | MGA-NCFRFB-SD
856 | MGA-NDARFB-SD
89 | MGA-NDBRFB-SD
93.8 | MGA-NFBRFB-SD
93.8 | MGA-NDCRFB-SD

A
A
A
A
A
A
A
A
A
A
A
A
A
A_| 938 | MGA-NFCRFB-SD
/4" 900/1500 RF_| 1 414 | A | 964 | MGA-NDERFB-SD
/4" 900/1500 RTJ | 130 [ 416 | A | 96,4 |MGA-NFERFB-SD
1397 | 414 | A | 96,4 |MGA-NDFRFB-SD
1397 | 414 | A | 964 |MGA-NFFRFB-SD
08 _[366 | A | 86 |MGA-NGARFB-SD
i 150 RT) 108|414 | A | 888 [MGA-NJARFB-SD
300 RF 126|366 | A | 872 | MGA-NGBRFB-SD
1300 RTJ 126 416 | A | 92 |MGA-NJBRFB-SD
i* 600 RF 126|414 | A | 92 | MGA-NGCRFB-SD
1 600 RTJ 26414 | A | 92 | MGA-NJCRFB-SD
1" 900/1500 RE___ | 1496 [ 614 | A | 100 | MGA-NGERFB-SD |
1" 900/1500 RT) [ 149.6 [ 416 | A | 100 | MGA-NJERFB-SD
" 2500 RF 1588 | 424 | A | 101 | MGA-NGFRFB-SD
1 2500 RTJ 1588 [ 42,6 | A | 101 | MGA-NJFRFB-SD
1/2° 150 RF 121 [366 | A | 86 |MGA-NKARFB-SD
11/2"150RT)___|127 |41 | A | 88,8 | MGA-NMARFB-SD
/2" 300 RF 1554 366 | A | 91,6 |MGA-NKBRFB-SD
/2300 RT) | 1554 | 416 | A | 96,4 | MGA-NMBRFB-SD
/2" 600 RF 1554 | 414 | A | 96,4 | MGA-NKCRFB-SD
h1/2"600RT)  |155.6 414 | A | 964 | MGA-NMCRFB-SD |
11/2" 900/1500 RF [177.8 | bt 103 | MGA-NKERFB-SD
/2" 900/1500 RTA 117.8_| 414 103 | MGA-NMERFB-SD
/2" 2500 RF [ 203.2 | 514 115,6 | MGA-NKFRFB-SD
/2" 2500 RTJ__ | 203.2 | 529 115,6 | MGA-NMFRFB-SD____|
b 150 RF 526|366 89 | MGA-NNARFB-SD
" 150 RTJ 2.4 [ bl 938 | MGA-NQARFB-SD
" 300 RF 1651|366 88,8 | MGA-NNBRFB-SD
" 300 RT) 1651 [ 629 935 | MGA-NQBRFB-SD
b* 600 RF 16510 | bl 93,7 | MGA-NNCRFB-SD
" 600 RT) %651 | 429 93,6 | MGA-NQCRFB-SD
B 900/1500RF__ | 2159 [45.4 103,9 | MGA-NNERFB-SD
b* 900/1500 RTJ__| 2159 | 46.9 103,9| MGA-NQERFB-SD
b 2500 RF 25 [58.4 120,1 | MGA-NNFRFB-SD
R-2500RT) ____J235 1599 1201 I MGA-NQFRFB-SD

Form B

Form A 6
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Checked| 03.05.2013 Ni

Prozess Monoflansch DB&B
Process Monoflange DB&B
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12 | VerschiuBschraube 1/4NPT plug 316/316L 1 |
11 | Anti~tamper key anti-tamper key | 316 1 |beigelegt /" supplied loose}
10 | Steckkerbstift EN 28741-3x10  lock pin 316 2
iff mit Gewindestift T-handle with pin 316 1
T-hondk with oin 316 1
label ring ic 1
6 dust cap blue ic 2
5 seal ring Graphit 1
4 valve head unit | 316/316L 1
3 valve heod unit | 316,/316L 1
2 valve head unit  |316/316L 1
1 | Gehduse bod 316/316L 1 _
Pos.| Benennung Werkstoft mi_ ‘Artikel-Nr. Bemerkungen
item description material ty. part no. remark
(Aligemeintoleranzen nach IS0 2768-mH | Mafstab 11 7
MaBBe in mm. scale .
General tolerances acc. to ISO 2768-mH
Dimensions in mm.
Date Name

@ schneider

00 |Erstfreigabe 03.05.2013

i D-74226 Nordheim

description date

MGA-XXXRFB-SD
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